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Hochfrequenz-Gerate
ElectiosurgicalUnits

HE-Gerat 120 Watt
fur mono- und bipolaren Einsatz

CUT modes: Clean (120 W)

COAG modes: Cut, Soft, Forced (80 W)
Systemklasse | / Typ CF; DIN IEC 60601-2-2;
Abmessungen: 240 x 350 x 110 mm
Einfaches Zubehor-Set auf Anfrage !

HE-Gerat 250 Watt
fur mono- und bipolaren Einsatz

CUT modes: Pure (250 W)

COAG modes: Soft, Forced (150 W)
Bipolare Koagulation (99 W)

Systemklasse | / Typ CF; DIN IEC 60601-2-2;
Abmessungen: 340 x 360 x 160 mm
inklusive Standard-Zubehor (s.u.) *

HF-Gerat 350 Watt
fir mono- und bipolaren Einsatz

195.0120

195.0350

Spray-Koagul., Polypek-, Papillotomie, TUR;
CUT modes: Pure (350W), Blended 1 (180W),
Blended 2 (150 W), TUR;

COAG modes:

Soft, Forced (180 W), Spray (150 W);

Bipolar coag (120 W); bipolar cut (100 W);

Systemklasse | / Typ CF; DIN IEC 60601-2-2;
Abmessungen: 340 x 360 x 160 mm
inklusive Standard-Zubehor (s.u.) *

195.0350.A

HE-Gerat 350 Watt
mit Argon-Beamer

Technische Details und
Argon-Zubehor-Set auf Anfrage !

*Standard-Zubehér:
- Elektrodenhangriff mit Doppelschalter und -kabel,
- Anschluf3kabel fir Gummi-Neutralelektrode 3m,
- Geteilte Gummi-Neutralelektrode 15 x 25 cm,
- Gummibinden gelocht 100 cm
- Elektroden:
Lanzette, Messer, Nadel, Kugel @ 2 mm + @ 4 mm
- Doppelpedal-Ful3schalter mit 4m-Kabel
- AnschluRkabel 3m, furr bipolare Pinzette
- Bipolare Pinzette, gerade, 165 mm, Form A
- Bipolare Pinzette, gerade, 165 mm, Form C
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Electiosurgical unit 120 Watt
for mono - and bipolar use

CUT modes Clean (120 W)

COAG modes Cut, Soft, Forced (80 W)
SystemClass | / ype CF; DN I[EC 60601-2-2;
Dimensions 240 x 350 x 110 mm

Plain accessories set oreguest !

Electiosurgical unit 250 Watt
for mono - and bipolar use

CUT modes Rure (250 W)

COAG modes Soft, Forced (150 W)

Bipolar Coagulation (99 W)

SystemClass | / ype CF; DN IEC 60601-2-2;
Dimensions 340 x 360 x 160 mm

inclusie standard accessoriesy.m.) *

Electiosurgical unit 350 Watt
for monopolar and bipolar use

- spray coagulation, polypec, papillotomy, TUR;
CUT modes FRure (350W), Blended 1 (180W),
Blended 2 (150 W), T®;

CQOAG modes

Soft, Forced(180W), Spay(150W);

Bipolar coag (120 W); bipolar cut (100 W);
SystemClass | / ype CF; DN IEC 60601-2-2;
Dimensions 340 x 360 x 160 mm

inclusie standard accessoriesy.m.) *

Electiosurgical unit 350 Watt
with Argon -Beamer

Technical details and
Argon accessories set onequest !

* Standard-accessories
- Electode handle with 2-finger switches,
- Cable r neutral electrode 3m,
- neutral electrode 15 x 25 cm,
- rubber band perforated 100 cm
- Electiodes:
lancet, knife, needle balll @ 2 + 4 mm
- double foot switch with 4m -cable
- cable 3 m, for bipolar forceps
- bipolar forceps straight, 165mm, shape A
- bipolar forceps straight, 165mm, shape C
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